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VintageDim® 2 Wiring Diagram

Please read entire guide prior to 
starting installation.

Single Control Channel - Dim-To-Warm

VIOLET WIRE TO 0-10V CONTROLLER + CHANNEL 1

ORANGE WIRE TO 0-10V CONTROLLER + CHANNEL 2 (CAP OFF)

BLACK WIRE TO LED +
CAP OFF

BLUE WIRE TO DC - OUTPUT OF DRIVER
RED WIRE TO DC + OUTPUT OF DRIVER

WHITE WIRE TO LED (COOL) -
YELLOW WIRE TO LED (WARM) -

GRAY WIRE TO 0-10V CONTROLLER - CHANNEL 1

GRAY WIRE TO 0-10V CONTROLLER - CHANNEL 2 (CAP OFF)

GG100-24-UNV

120 - 277 VAC

0 - 10V 1
0 - 10V 2 (Cap Off)

FIELD INSTALLED IN LOW VOLTAGE WIRING COMPARTMENT

-  Maximum of 25 modules on one dimmer. Consult dimmer datasheet for maximum device limitation of a specific controller.
- Install VintageDim® Module in low voltage wiring compartment.
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ULE

Y

Warm –

Cool –

W*
B

24V +

* Wire is either white or red, depending on 
specific product.
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Optic Arts reserves the right to modify this specification without prior notice. 
Last Modified: March 06, 2019

Wiring Diagram

Please read entire guide prior to 
starting installation.

Two Channel Control - Variable White

GG100-24-UNV

120 - 277 VAC

0 - 10V 1
    0 - 10V 2

0-
10

 +

0-
10

 +

0-
10

 -

0-
10

 -

VIOLET WIRE TO 0-10V CONTROLLER + CHANNEL 1

ORANGE WIRE TO 0-10V CONTROLLER + CHANNEL 2

BLACK WIRE TO LED +
CAP OFF

BLUE WIRE TO DC - OUTPUT OF DRIVER
RED WIRE TO DC + OUTPUT OF DRIVER

WHITE WIRE TO LED (COOL) -
YELLOW WIRE TO LED (WARM) -

GRAY WIRE TO 0-10V CONTROLLER - CHANNEL 1

GRAY WIRE TO 0-10V CONTROLLER - CHANNEL 2

FIELD INSTALLED IN LOW VOLTAGE WIRING COMPARTMENT

-  Maximum of 25 modules on one dimmer. Consult dimmer datasheet for maximum device limitation of a specific controller.

- Install VintageDim® Module in low voltage wiring compartment.

VintageDim® MODULE

Y
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Cool –
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B

24V +

* Wire is either white or red, depending on 
specific product.


